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Health and Safety Information
Read all of the instructions in this booklet - including all the WARNINGS and CAUTIONS 
- before using this product.  If there is any instruction which you do not understand.  
DO NOT USE THE PRODUCT.

Safety Signs
WARNING
Indicates a potentially hazardous situation which, if not avoided, could result in death or 
personal injury.

CAUTION
Indicates a potentially hazardous situation which, if not avoided, could result in minor or 
moderate injury to the user or users, or result in damage to the product or to property.

NOTE
Indicates a potentially hazardous situation which, if not avoided, could result in damage or the loss of 
data.

Signs and Symbols used on equipment and Documentation

Caution, risk of electric shock.

Caution,  attention to possibility of risk of damage to the product, process or surroundings.  
Refer to instruction manual.

Caution, hot surface.

Protective Conductor Terminal.

Observe precautions for handling electrostatic discharge sensitive devices.

Equipment Operation
Use of this instrument in a manner not specified by Land Instruments International may be hazardous.  
Read and understand the user documentation supplied before installing and operating the equipment.
The safety of any system incorporating this equipment is the responsibility of the assembler.

Protective Clothing, Face and Eye Protection
It is possible that this equipment is to be installed on, or near to, machinery or equipment operating at 
high temperatures and high pressures.  Suitable protective clothing, along with face and eye protection 
must be worn.  Refer to the health and safety guidelines for the machinery/equipment before installing 
this product.  If in doubt, contact Land Instruments International.

Electrical Power Supply
Before working on the electrical connections, all of the electrical power lines to the equipment must 
be isolated.  All the electrical cables and signal cables must be connected exactly as indicated in these 
operating instructions.  If in doubt, contact Land Instruments International.

Storage
The instrument should be stored in its packaging, in a dry sheltered area.

Unpacking
Check all packages for external signs of damage.  Check the contents against the packing note.

Lifting Instructions
Where items are too heavy to be lifted manually, use suitably rated lifting equipment.  Refer to the 
Technical Specification for weights.  All lifting should be done as stated in local regulations.

IMPORTANT INFORMATION - PLEASE READ
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IMPORTANT INFORMATION - PLEASE READ Contact Us

UK - Dronfield
Land Instruments International
Tel:    +44 (0) 1246 417691
Email: land.enquiry@ametek.co.uk
Web:   www.landinst.com

USA - Pittsburgh
AMETEK Land, Inc.
Tel:    +1 412 826 4444
Email: irsales@ametek.com 
          combsales@ametek.com
Web:  www.ametek-land.com

For further details on all LAND/Ametek offices, distributors and representatives, please visit 
our websites.

Return of Damaged Goods
IMPORTANT  If any item has been damaged in transit, this should be reported to the carrier and to the 
supplier immediately.  Damage caused in transit is the responsibility of the carrier not the supplier.
DO NOT RETURN a damaged instrument to the sender as the carrier will not then consider a claim.  Save 
the packing with the damaged article for inspection by the carrier.

Return of Goods for Repair
If you need to return goods for repair please contact our Customer Service Department.  They will be 
able to advise you on the correct returns procedure.
Any item returned to Land Instruments International should be adequately packaged to prevent damage 
during transit.
You must include a written report of the problem together with your own name and contact information, 
address, telephone number, email address etc.

Design and Manufacturing Standards

The Quality Management System of Land Instruments International is approved to BS EN ISO 9001 for 
the design, manufacture and on-site servicing of combustion, environmental monitoring and non-contact 
temperature measuring instrumentation.  

Approvals apply in the USA

This instrument complies with all relevant European directives.

The Quality Management System of Ametek Motors (Shanghai) Co. Limited is approved to 
ISO9001:2008 for the Design and Manufacturing of Motors and the Manufacturing of Gas 
Analysers.
Operation of radio transmitters, telephones or other electrical/electronic devices in close 
proximity to the equipment while the enclosure doors of the instrument or its peripherals 
are open, may cause interference and possible failure where the radiated emissions exceed 
the EMC directive.

The protection provided by this product may be invalidated if alterations or additions are made to the 
structural, electrical, mechanical or pneumatic parts of this system. Such changes may also invalidate the 
standard terms of warranty.

Copyright
This manual is provided as an aid to owners of Land Instruments International’s products and contains 
information proprietary to Land Instruments International.  This manual may not, in whole or part, be 
copied, or reproduced without the expressed written consent of Land Instruments International Ltd.
Copyright © 2015 Land Instruments International.

MARCOM0311, Issue 4, 28 July 2015
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1 Introduction
This	guide	gives	you	information	on	how	to	install	the	ARC	thermal	imaging	
camera and its installation accessories.
These	instructions	are	provided	as	a	series	of	simple	installation	diagrams,	
covering	the	installation	of	the	Arc	thermal	camera	and	its	mountings,	
accessories	and	services.

The	equipment	must	be	used,	maintained	and	serviced	by	properly	trained	
personnel,	capable	of	following	the	procedures	given	in	these	instructions.	
Safety	may	be	impaired	if	the	system	is	not	used	as	indicated.
It	is	important	to	check	the	equipment	with	which	you	have	been	supplied	
and	then	read	these	instructions	thoroughly	before	proceeding	with	
installation.

1.1 Points to note on installation
•	 When	choosing	a	location	to	install	the	Arc	thermal	imaging	camera,	

ensure	that	the	camera	has	an	unobstructed	view	of	the	target	to	be	
measured.

•	 Try	to	choose	a	mounting	location	that	permits	easy	access	to	the	
system	components	wherever	possible,	as	this	will	speed	up	any	system	
maintenance and repair. 

•	 Ensure	that	the	mounting	locations	chosen	for	the	camera	and	its	
accessories	are	as	free	as	possible	from	vibration,	dust,	steam	and	
smoke	etc.

•	 Ensure	that	the	mounting	locations	chosen	for	the	camera	and	its	
accessories	allow	for	the	lengths	of	interconnecting	cables	that	you	have	
ordered.		Also,	ensure	that	all	cable	runs	are	as	secure	and	unobtrusive	
as	possible.

1.2 Using compressed air for air purging
If	your	application	requires	the	use	of	the	air	purging	and	you	intend	to	use	
compressed	air	to	supply	air	to	the	purge,	then	the	following	points	must	be	
noted:
•	 If	possible,	connect	the	compressed	air	supply	to	the	purge	via	a	1m	

length	of	35mm	diameter	smooth	bore	tube.		This	will	increase	the	air	
flow	rate	slightly.

•	 The	minimum	recommended	air	pressure	is	20	psi	(1.4	bar).
•	 The	minimum	recommended	flow	rate	is	350	l/min.
•	 Occasional	cleaning	will	be	required	to	prevent	the	build	up	of	everyday	

dirt	on	site	when	the	purge	is	off.
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2.1 LED Status Indicators
The	LEDs	on	the	rear	face	of	the	Arc	Thermal	Imaging	Camera	are	used	to	
indicate	the	status	of	the	camera	operation.		
The	table	below	gives	an	explanation	of	the	LEDs.

LED Colour Meaning
LED1 Orange Camera	Settling

Green On
Blink	Off Ethernet	Command	Event
Blink	Red Shutter	Event

LED2 Off I/O	Disabled
Flashing	Orange Connecting	to	I/O
Flashing	Green/Orange Connected	to	I/O
Green Logged	in	to	I/O
Blink	Off I/O	Update	Event
Blink	Red I/O	Watchdog	Event

2 Specifications

Model Range ARC-8-FOV-500-Rate ARC-8-FOV-1000-Rate

Temperature	Range 0	to	500°C
32	to	932°F

100	to	1000°C
212	to	1832°F

Spectral	Response 8 - 14µm

Image resolution 384	x	288

Horizontal	FOV 11°,	22°,	44°	or	60°

Focus range 0.3m>infinity	(22°,	44°,	60°)	/	0.5m>infinity	(11°)

Accuracy ±2%	or	±2°C

Frame 
Rate

LF 7.5	Hz	(export	licence-free)

HF 30	Hz

Physical & Environmental

Dimensions 85	x	85	x	276	mm	/	3.5	x	3.5	x	11	in	(including	lens)

Weight 1.8	kg	/	4	lb

Ambient	Range -20	to	60°C	/	-4	to	140°F

Operating	Humidity 5%	to	95%	(non-condensing)

Sealing IP65	/	NEMA	4X

Power I/O and EMC

Power	Supply 9	to	30	Vdc

EMC EN	61326
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3 Electrical Connections
The	basic	system	electrical	connections	are	as	follows:
•	 Mains	input	to	the	TRACO	Power	Supply	Unit*;
•	 24V	output	from	TRACO	Power	Supply	Unit*	to	the	ARC	camera;
•	 Ethernet	cable	from	ARC	Camera	to	the	Process	Imaging	Workstation.

*	The	ARC	Camera	can	be	powered	by	an	alternative	power	supply,	via	cable	
Part	Nº	806032	or	Part	Nº	806033	(See	section	3.2).

3.1 Connecting the mains input to the TRACO Power Supply Unit 

The	TRACO	Power	Supply	Unit	is	supplied	with	
a	3-pin	AC	input	connector	(Fig.	3-1).		You	will	
need	to	disassemble	this	connector	to	install	
the	cable.
1)	 Unscrew	the	cover	from	the	mains	Input 

on	the	Power	Supply	Unit.

Fig.	3-1

Fig.	3-2

Fig.	3-3

2)	 The	easiest	way	to	disassemble	the	3-pin	
AC	input	connector	is	to	first	screw	the	
connector	assembly	onto	the	input	socket	
(Fig.	3-2).

3)	 Grip	the	rear	section	of	the	input	connector	
and	unscrew	it	from	the	Power	Supply	Unit	
(Fig.	3-3).
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Fig.	3-4

Fig.	3-6

The	connection	terminals	inside	the	input	con-
nector	will	now	be	revealed	(Fig.	3-4).

4)	 Unscrew	the	connector	front	section	from	
the	Power	Supply	Unit	and	disassemble	
the	remaining	parts	of	the	connector.

5)	 Slide	the	rear	locking	ring,	gasket	and	
shell	body	over	the	mains	input	cable.

6)	 Strip	back	the	mains	cable	wires	to	the	
appropriate	lengths	and	connect	them	to	
the	Input	connector	terminals	(Fig.	3-5)	
as	per	the	wiring	schedule	below:
Pin	1	=	Live
Pin	2	=	Neutral
Pin	3	=	N/C
E	=	Earth

7)	 The	mains	input	cable	connector	is	now	
ready	for	re-assembly	and	connection	to	
the	Power	Supply	Unit	(Fig.	3-6).		Re-
assemble	the	mains	input	connector.

Fig.	3-5

Fig.	3-7

8)	 Attach	the	mains	cable	to	the	Input	
connector	of	the	Power	Supply	Unit	(Fig.	
3-7).

	 You	can	now	connect	the	TRACO	Power	
Supply	Unit	to	the	ARC	camera	via	the	pre-
wired	power	cable	assemblies.	
Two	lengths	of	pre-wired	cable	are	
available:
•	 5m	(15ft)		 Land	Part	Nº	806030
•	 20m	(60ft)	 Land	Part	Nº	806031
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3.2 Using an alternative Power Supply Unit
If	you	do	not	have	a	TRACO	Power	Supply	Unit,	you	can	use	a	24V	DC	supply	
to	power	the	ARC	Camera.
You	will	need	to	connect	the	camera	to	the	
power	supply	via	a	cable,	available	from	
Land:
Two	lengths	of	cable	are	available:
	 •	 5m	(15ft)		 Land	Part	Nº	806032
	 •	 20m	(60ft)	 Land	Part	Nº	806033
1)	 Insert	the	connector	into	the	2-way	

socket	on	the	rear	of	the	ARC	camera.
2)	 Strip	back	the	outer	sheath	of	the	

other	end	of	the	wire	to	reveal	the	
two	internal	wires.

3)	 Connect	each	wire	to	the	power	supply	terminals	as	follows:
	 White	wire:	 +	Positive
	 Black	wire:	 -	Negative

Refer	to	the	installation	diagrams	in	Section	4.
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4 Installation diagrams
This	section	of	the	Installation	Guide	provides	a	series	of	simple	installation	
diagrams,	covering	the	installation	of	the	ARC	thermal	camera	and	its	
mountings,	accessories	and	services.
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PRODUCT  WARRANTY
Thank you for purchasing your new product from Land Instruments International.  This Land 
manufacturer’s ‘back-to-base’ warranty covers product malfunctions arising from defects in design 
or manufacture.  The warranty period commences on the instrument despatch date from the Land 
Instruments International Ltd. factory in Dronfield, UK.

36 MONTHS WARRANTY
Building upon the reputation for reliability and longevity that System 4 and UNO thermometers 
have earned, Land are delighted to be able to provide our customers with an industry-leading 
36 month warranty for the following products:-
• SPOT thermometers, accessories and mountings and special instruments based on SPOT.
• System 4 thermometers, processors, accessories and mountings and special instruments 

based on System 4.
• UNO thermometers, accessories and mountings and special instruments based on UNO.
• Application-dedicated processors based on LANDMARK® Graphic.
• ABTS/S and ABTS/U
• FTS
• VDT/S and VDT/U
• DTT
• FLT5/A

This 36 month warranty is provided as standard for all orders for the products listed above received from 
1st May 2002.
We believe that our customers expect us to set the standard in terms of performance, quality, reliability and 
value for money.  This 36 months warranty, as a part of an on-going program of continuous improvement, 
is just one way in which Land strive to maintain our position as the temperature measurement partner of 
choice.

24 MONTHS WARRANTY
The following Land Instruments International products are provided with a 24 months warranty:

• ARC.
• FTI-E

• NIR

12 MONTHS WARRANTY
All Land Instruments International products not provided with either a 36 month or 24 month warranty (see 
lists above), are provided with a 12 months warranty.



PRODUCT  WARRANTY
EXCLUSIONS FROM WARRANTY

It should be noted that costs associated with calibration checks which may be requested during the warranty 
period are not covered within the warranty.
Land reserve the right to charge for service/calibration checks undertaken during the warranty period if the 
cause is deemed to fall outside the terms of the warranty.
This Land manufacturer’s warranty does not cover product malfunction arising from:-
• incorrect electrical wiring.
• connection to electrical power sources outside the rating of the product.
• physical shock (being dropped, etc.) and impact damage.
• inappropriate routing, support, physical shock & strain protection, etc. of the lightguide (Fibroptic 

thermometers only).
• environmental conditions exceeding the IP / NEMA rating of the product.
• environmental conditions outside the Ambient Temperature, Humidity and Vibration rating of the product.
• environmental contamination (solvent vapours, deposition of airborne contamination, cooling liquids of 

non-neutral pH, etc.).
• overheating as a result of interruption of water/air flow through cooling jackets or of incorrect installation.
• inappropriate modification of product (drilling holes in thermometer bodies, etc.).
• inappropriate recalibration which results in product calibration being taken outside specification.
• improper resealing of thermometer following parameter adjustment (UNO, FLT5/A, etc.).
• attempted repair by a non-Land-authorised repair centre.
Land Instruments International Ltd  •  Dronfield S18 1DJ  •  England  •  Tel: +44 (0) 1246 417691 •  Fax: +44 (0) 1246 410585    
Email: land.enquiry@ametek.co.uk  •  www.landinst.com
AMETEK Land,  Inc .   •   150 Freepor t  Rd.   •   P i t t sburgh,  PA 15238  •   U.S.A.   •   Te l :  +1 (412)  826 4444    
Email: irsales@ametek.com  •  www.ametek-land.com

   
 For a complete list of our international offices, please visit www.landinst.com Issue 3: 15 January 2015
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For a full list of international offices, please visit our website www.landinst.com 
Copyright © 2008-15 LAND Instruments International. Continuous product  
development may make it necessary to change these details without notice.  
ARC Camera Installation Guide, Issue 9, 12 October 2015

Applies	in	the	US

Land Instruments International
Dronfield, S18 1DJ, 
England 
Tel:  +44 (0) 1246 417691
Fax:  +44 (0) 1246 410585
Email:  land.enquiry@ametek.co.uk 
www.landinst.com 

AMETEK Land - Asia Pacific
No. 43, Changi South Ave 2, 
#04-01, Singapore 486164, 
Singapore
Tel:  +65 6505 9031
Fax:  +65 6481 6588
www.landinst.com

AMETEK Land - Americas 
150 Freeport Road, Pittsburgh, 
PA 15238, U.S.A. 
Tel:  +1 (412) 826 4444
Fax:  +1 (412) 826 4460
Email: irsales@ametek.com 
www.ametek-land.com 

Applies	in	the	UK

ARC
HIGH PRECISION RADIOMETRIC 
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